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SERVICE & SUPPORT
We believe that the best way to ensure the 
complete satisfaction of our customers is by offering 
the greatest service and support to our installers’ 
network. This way, they will systematically 
propose optimal solutions and complete 
installations with unmatched professionalism. 

We have developed all the necessary 
tools to provide the best after sales 

and service support.

EXCELLENCE & INNOVATION
Every Willis system is designed to be the best in its class. Only 

first class materials are used throughout the manufacturing 
of a Willis system. A strict quality control is in place to insure 
the premium quality of all Willis units. From engineering 
to after sales support our team of professionals strive to 
deliver customer satisfaction. Through our commitment to 
excellence we have developed partnerships of qualified 
installers. These exclusive partnerships allow us to train, 

support and monitor our installations to ensure the 
best consumer experience in every region where 

we operate. Our warranties are a testament 
to our quality innovations and our fully 

integrated process.
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What can I find in this catalog ?

Want to know more about us and our products ?
Visit our website willisac.com
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MODEL MGW
09KCH15S

MGW
12KCH15S

MGW
18KCH15S

MGW
24KCH15S

Power Supply 208-230V, 60Hz, 1Ph 208-230V, 60Hz, 1Ph 208-230V,  60Hz, 1Ph 208-230V, 60Hz, 1Ph

Cooling Current A 4.0 6.0 8.7 10.25

Rated Current Heating A 9.0 9.0 11.1 12.2

System Performance
Dehumidification pt/h 1.69 2.96 3.8 5.28

Cooling Capacity Btu/h 9,000 (5,000 - 11,300) 12,000 (3,600 - 12,500) 18,000 (7,200 - 20,000) 22,000 (8,600 - 23,200)

Heating Capacity Btu/h 9,554 (5,300 - 12,000) 13,000 (5,300 - 13,500) 19,000 (7,400 - 23,500) 23,000 (8,700 - 26,000)

SEER/EER 15 / 9.47 15 / 9.2 15 / 8.5 15 / 9.5

HSPF/COP 8.5 / 3.50 8.5 / 3.05 9.0 / 3.0 8.5 / 2.93

Indoor Unit
Airflow CFM 306 / 277 / 253 / 218 335 / 277 / 253 / 218 506 / 459 / 383 / 324 588 / 471 / 412 / 353

Sound Pressure Level dB(A) 43 / 40 / 37 / 34 44 / 42 / 39 / 36 48 / 42 / 39 / 36 52 / 46 / 42 / 36

Unit Dimensions in. 33.3 x 10.8 x 7.1 33.3 x 10.8 x 7.1 37.0 x 11.7 x 7.89 39.6 x 12.4 x 8.6

Net/Gross Weight lbs 20 / 27 22 / 29 27 / 33 33 / 41

Outdoor Unit
Compressor Type ROTARY ROTARY ROTARY ROTARY

Sound Pressure Level dB(A) 52 53 56 59

Unit Dimensions in. 28.0 x 21.7 x 12.5 28.0 x 21.7 x 12.5 37.6 x 27.6 x 15.6 37.6 x 27.6 x 15.6

Net/Gross Weight lbs 62 / 66 66 / 71 101 / 111 115 / 125

Refrigerant/Charge oz. R410A / 26.1 R410A / 35.3 R410A / 63.5 R410A / 65.3

Line Set Size 
(Liquid - Suction) in. 1/4  - 3/8 1/4 - 3/8 1/4 - 1/2 1/4 - 5/8

Max. Line Run ft 49 66 82 82

Max. Elevation ft 33 33 33 33

MCA A 10 10 17 17

MOCP A 15 15 25 25

Wire Size/# Wires 14AWG*4  Stranded, unshielded

SINGLE ZONE

SINGLE-ZONE

GODWIN

15 SEER INVERTER
9,000 BTU TO 24,000 BTU • Auto Swing (vertical)

• Multiple Fan Speeds
• Dehumidify

• Intelligent Defrost
• Intelligent Pre-Heating
• Comfortable Sleep Mode
• LED Display
• Automatic Operation
• Self-diagnosis

• Memory Function
• Control Lock
• Fan Delay Function
• Timer
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MODEL WAT
09KCH16S

WAT
12KCH16S

WAT
18KCH16S

WAT
24KCH16S

Power Supply 208-230V, 60Hz, 1Ph 208-230V, 60Hz, 1Ph 208-230V,  60Hz, 1Ph 208-230V, 60Hz, 1Ph

Cooling Current A 5.8 6.0 11.5 12.0

Rated Current Heating A 6.0 6.7 11.5 12.2

System Performance
Dehumidification pt/h 1.69 2.96 3.8 5.28

Cooling Capacity Btu/h 9,000 (3,100 - 9,600) 12,000 (3,800 - 12,500) 18,000 (7,200 - 20,000) 22,000 (8,600 - 23,200)

Heating Capacity Btu/h 9,600 (5,300 - 12,000) 13,000 (4,000 - 14,000) 19,000 (7,300 - 23,500) 23,000 (8,700 - 26,000)

SEER/EER 16 / 10.0 16 / 9.2 16 / 9.4 16 / 9.7

HSPF/COP 9.0 / 3.49 9.0 / 3.05 9.0 / 2.78 9.0 / 2.93

Indoor Unit
Airflow CFM 318 / 288 / 241 / 171 400 / 318 / 253 / 194 471 / 403 / 341 / 282 706 / 647 / 589 / 530

Sound Pressure Level dB(A) 43 / 38 / 34 / 28 45 / 39 / 35 / 29 46 / 42 / 39 / 35 48 / 44 / 40 / 36

Unit Dimensions in. 31.1 x 10.8 x 7.9 33.3 x 11.4 x 8.2 38.2 x 11.8 x 8.8 42.4 x 12.8 x 9.7

Net/Gross Weight lbs 20 / 24 23 / 29 30 / 36 37 / 45

Outdoor Unit
Compressor Type ROTARY ROTARY ROTARY ROTARY

Sound Pressure Level dB(A) 52 53 56 59

Unit Dimensions in. 30.6 x 21.3 x 12.6 30.6 x 21.3 x 12.6 37.6 x 27.6 x 15.6 37.6 x 27.6 x 15.6

Net/Gross Weight lbs 65 / 71 69 / 75 96 / 106 110 / 120

Refrigerant/Charge oz. R410A / 24.7 R410A / 30.0 R410A / 49.4 R410A / 65.3

Line Set Size 
(Liquid - Suction) in. 1/4  - 3/8 1/4 - 3/8 1/4 - 1/2 1/4 - 5/8

Max. Line Run ft 49 49 82 82

Max. Elevation ft 33 33 33 33

MCA A 9 9 16 16

MOCP A 15 15 25 25

Wire Size/# Wires 14AWG*4  Stranded, unshielded

SINGLE ZONE

SINGLE-ZONE

SPARTAN

16 SEER INVERTER
9,000 BTU TO 24,000 BTU • Auto Swing (vertical)

• Multiple Fan Speeds
• Dehumidify

• Intelligent Defrost
• Intelligent Pre-Heating
• Comfortable Sleep Mode
• LED Display
• Automatic Operation
• Self-diagnosis

• Memory Function
• Control Lock
• Fan Delay Function
• Timer
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MODEL WST
09MH16S

WST
12MH16S

WST
18MH16S

WST
24MH16S

Power Supply 208-230V, 60Hz, 1Ph 208-230V, 60Hz, 1Ph 208-230V,  60Hz, 1Ph 208-230V, 60Hz, 1Ph

Cooling Current A 3.9 5.4 8.3 11.5

Rated Current Heating A 5.3 6.9 11.8 13.0

System Performance
Dehumidification pt/h 1.69 1.69 3.8 4.5

Cooling Capacity Btu/h 9,000 (3,800 - 11,500) 12,000 (3,300 - 12,500) 18,000 (4,500 - 21,000) 22,000 (6,400 - 24,000)

Heating Capacity Btu/h 9,000 (3,300 - 11,500) 12,000 (3,400 - 12,500) 19,200 (4,000 - 23,000) 24,200 (4,100 - 26,600)

SEER/EER 16 / 10.2 16 / 9.8 16 / 10.6 16 / 10.0

HSPF/COP 8.5 / 3.4 8.5 / 3.1 8.5 / 2.3 9.5 / 2.53

Indoor Unit
Airflow CFM 330 / 282 / 194 /141 341 / 294 / 206 / 153 471 / 400 / 330 / 271 589/ 441 / 306 / 206

Sound Pressure Level dB(A) 43 / 38 / 32 / 26 44 / 39 / 33 / 28 48 / 43 / 38 / 34 49 / 43 / 39 / 34

Unit Dimensions in. 30.3 x 11.1 x 7.9 30.3 x 11.1 x 7.9 34.0 x 12.0 x 8.5 40.1 x 12.4 x 8.7

Net/Gross Weight lbs 19 / 25 20 / 27 24 / 31 33 / 44

Outdoor Unit
Compressor Type ROTARY ROTARY ROTARY ROTARY

Sound Pressure Level dB(A) 49 52 56 53

Unit Dimensions in. 28.0 x 21.7 x 12.5 28.0 x 21.7 x 12.5 37.6 x 27.6 x 15.6 37.6 x 27.6 x 15.6

Net/Gross Weight lbs 62 / 68 66 / 73 104 / 114 115 / 126

Refrigerant/Charge oz. R410A / 26.1 R410A / 35.3 R410A / 52.9 R410A / 54.7

Line Set Size 
(Liquid - Suction) in. 1/4” - 3/8” 1/4” - 3/8” 1/4” - 1/2” 1/4” - 1/2”

Pre-Charge ft 25 25 25 25

Max. Line Run ft 50 50 82 82

Max. Elevation ft 33 33 33 33

MCA A 10 10 15 17

MOCP A 15 15 25 25

Wire Size/# Wires 14AWG*4  Stranded, unshielded

SINGLE ZONE

SINGLE-ZONE

VIKING

16 SEER INVERTER
9,000 BTU TO 24,000 BTU • Auto Swing (vertical)

• Multiple Fan Speeds
• Dehumidify
• Pan Heater

• Heated Belt Around 
  Compressor

• Intelligent Defrost
• Intelligent Pre-Heating
• Comfortable Sleep Mode
• LED Display
• Automatic Operation
• Self-diagnosis

• Memory Function
• Control Lock
• Fan Delay Function
• Timer
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MODEL WSM
09MH16S

WSM
12MH16S

WSM
18MH16S

WSM
24MH16S

Power Supply 208-230V~60Hz ,1Ph 208-230V~60Hz ,1Ph 208-230V~60Hz ,1Ph 208-230V~60Hz ,1Ph

Cooling Current A 4 4.9 7.4 11.2

Rated Current Heating A 4.1 4.9 7.4 10.9

System Performance
Dehumidification pt/h 2.11 2.54 3.8 5.49

Cooling Capacity Btu/h 9,000 (3,500 - 11,000) 12,000 (3,500 - 13,500) 18,000 (5,000 - 20,000) 24,000 (8,000 - 26,000)

Heating Capacity Btu/h 9,800 (3,500 - 12,000) 12,000 (3,500 - 14,500) 18,000 (6,000 - 21,000) 25,000 (8,000 - 29,500)

SEER/EER 15 / 10.5 17 / 10.9 16 / 11 12.5 / 9

HSPF/COP 9 / 3.31 9 / 3.39 9 / 3.4 9 / 3.16

Indoor Unit
Airflow CFM 282 / 253 / 153 324 / 282 / 212 529 / 412 / 353 588 / 471 / 294

Sound Pressure Level dB(A) 39 / 33 / 24.5 40 / 34 / 24.5 45 / 39 / 32.5 47 / 41 / 33

Unit Dimensions in. 28.19 x 7.60 x 11.81 31.65 x 7.60 x 11.81 37.95 x 8.74 x 12.80 43.54 x 9.13 x 13.46

Net/Gross Weight lbs 15.87 / 21.16 16.98 / 22.49 24.25 / 31.97 95.90 / 7.60

Outdoor Unit
Compressor Type ROTARY ROTARY ROTARY ROTARY

Sound Pressure Level dB(A) 54 53 57.5 59

Unit Dimensions in. 30.31 x 11.81 x 21.85 30.31 x 11.81 x 21.85 31.50 x 13.11 x 21.81 33.27 x 14.29 x 27.64

Net/Gross Weight lbs 63.9 / 69.4 65.0 / 70.5 80.5 /  87.1 136.69 / 147.27

Refrigerant/Charge oz. R410A / 28.2 R410A / 33.9 R410A / 52.9 R410A / 63.5

Line Set Size 
(Liquid - Suction) in. 1/4” - 3/8” 1/4” - 1/2” 1/4” - 1/2” 3/8” - 5/8”

Max. Line Run ft 82 82 98 98

Max. Elevation ft 33 33 66 66

MCA A 10 12 15 18

MOCP A 15 15 20 25

Wire Size/# Wires 16AWG*4  Stranded, unshielded

SINGLE ZONE

SINGLE-ZONE

SMART16

16 SEER INVERTER
9,000 BTU TO 24,000 BTU

• Auto Swing (vertical)
• Multiple Fan Speeds
• Dehumidify

• Smart Design for 
Easy Maintenance

• Intelligent Defrost
• Intelligent Pre-Heating
• Comfortable Sleep Mode
• LED Display
• Automatic Operation
• Self-diagnosis

• Memory Function
• Control Lock
• Fan Delay Function
• Timer
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MODEL WSM
09MH20S

WSM
12MH20S

WSM
18MH20S

WSM
24MH20S

Power Supply 208-230V~60Hz ,1Ph 208-230V~60Hz ,1Ph 208-230V~60Hz ,1Ph 208-230V~60Hz ,1Ph

Cooling Current A 2.9 4.3 6.3 8.6

Rated Current Heating A 4.1 4.8 7.5 10.9

System Performance
Dehumidification pt/h 2.11 2.54 3.80 5.49

Cooling Capacity Btu/h 9,000 (4,000 - 11,000) 12,000 (3,000 - 14,000) 18,000 (5,000 - 20,000) 24,000 (8,000 - 26,000)

Heating Capacity Btu/h 9,800 (4,000 - 12,500) 12,000 (4,000 - 14,000) 18,000 (6,000 - 21,000) 25,000 (9,000 - 29,500)

SEER/EER 20.5 / 14 20.7 / 12.5 22 / 13 20 / 12.5

HSPF/COP 10 / 3.4 9.6 / 3.45 10 / 3.31 10 / 3.14

Indoor Unit
Airflow CFM 271 / 229 / 165 306 / 265 / 200 589 / 483 / 353 589 / 483 / 354

Sound Pressure Level dB(A) 39.5 / 34 / 25 39.5 / 35 / 28 47 / 41 / 32 47 / 41 / 33

Unit Dimensions inch 31.65 x 7.60 x 11.81 31.65 x 7.60 x 11.81 43.54 x 9.13 x 13.46 43.54 x 9.13 x 13.46

Net/Gross Weight lbs 18.74 / 22.49 18.74 / 22.49 95.90 / 7.60 95.90 / 7.60

Outdoor Unit
Compressor Type ROTARY ROTARY ROTARY ROTARY

Sound Pressure Level dB(A) 55.5 54.5 59 59

Unit Dimensions inch 30.31 x 11.81 x 21.85 31.50 x 13.11 x 21.81 33.27 x 14.29 x 27.64 40.55 x 16.54 x 31.89

Net/Gross Weight lbs 63.9 / 69.4 81.6 / 88.2 101.0 / 108.2 136.69 / 147.27

Refrigerant/Charge oz. R410A / 38.8 R410A / 40.6 R410A / 68.8 R410A / 82.9

Line Set Size 
(Liquid - Suction) in. 1/4” - 3/8” 1/4” - 1/2” 1/4” - 1/2” 3/8” - 5/8”

Max. Line Run ft 82 82 98 164

Max. Elevation ft 33 33 66 82

MCA A 10 12 15 18

MOCP A 15 15 20 25

Wire Size/# Wires 16AWG*4  Stranded, unshielded

SINGLE ZONE

20 SEER INVERTER
9,000 BTU TO 24,000 BTU

• Auto Swing (vertical)
• Multiple Fan Speeds
• Dehumidify

• Smart Design for Easy 
   Maintenance
• WIFI

• Intelligent Defrost
• Intelligent Pre-Heating
• Comfortable Sleep Mode
• LED Display
• Automatic Operation
• Self-diagnosis

• Memory Function
• Control Lock
• Fan Delay Function
• Timer

SINGLE-ZONE

SMART 20
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MODEL WCM
09MH22S

WCM
12MH20S

WCM
18MH18S

WCM
24MH18S

WCM
30MH16S

WCM
36MH16S

Power Supply 115V, 60Hz 115V, 60Hz 208-230V, 60Hz 208-230V, 60Hz 208-230V, 60Hz 208-230V, 60Hz

Cooling Current A 7 11 6.7 7.9 12.1 15.9

Rated Current Heating A 7.5 11.25 7.3 9.3 12.5 15.5

System Performance
Dehumidification pt/h 1.69 2.96 3.8 5.28 6.34 7.40

Cooling Capacity Btu/h 9,000 
(4,435 - 12,000)

12,000 
(4,500 - 14,000)

18,000 
(5,970 - 22,350)

21,400 
(9,600 - 25,000)

28,000 
(9,500 - 30,000)

33,600 
(7,400 - 36,000)

Heating Capacity Btu/h 9,500 
(3,200 - 12,500)

13,000 
(3,250 - 14,000)

19,800 
(4,100 - 22,000)

23,000 
(4,300 - 26,000)

28,400 
(10,000 - 33,000)

34,600 
(15,000 - 36,000)

SEER/EER 22 / 14.2 20 / 12.0 18 / 12.0 18 / 12.0 16 / 10.1 16 / 9.2

HSPF/COP 9.8 / 4.1 9.6 / 3.2 10.0 / 3.5 10.0 / 3.2 8.2 / 2.9 8.2 / 2.9

Indoor Unit
Airflow CFM 329/294/253/217 300/276/253/217 500/459/383/324 588/471/412/353 821/677/647 821/706/677

Sound Pressure Level dB(A) 38/34/30/26 40/36/32/26 49/44/40/35 53/45/41/37 57/54/48 59/56/53

Unit Dimensions inch 33.3 x 10.8 x 7.1 33.3 x 10.8 x 7.1 37.0 x 11.7 x 7.9 39.7 x 12.4 x 8.6 53.1 x 12.8 x 10 53.1 x 12.8 x 10

Net/Gross Weight lbs 24 / 31 24 / 31 29 / 38 35 / 46 44 / 60 44 / 60

Outdoor Unit
Compressor Type ROTARY ROTARY ROTARY ROTARY ROTARY ROTARY

Sound Pressure Level dB(A) 53 55 56 58 62 65

Unit Dimensions inch 33.4 x 21.3 x 12.6 33.4 x 21.3 x 12.6 37.6 x 27.6 x 15.6 38.6 x 31.1 x 16.8 38.6 x 31.1 x 16.8 38.6 x 31.1 x 16.8

Net/Gross Weight lbs 79 / 90 88 / 97 99 / 110 132 / 146 154 / 163 154 / 163

Refrigerant oz. R410A R410A R410A R410A R410A R410A

Line Set Size 
(Liquid - Suction) in. 1/4” - 3/8” 1/4” - 3/8” 1/4” - 1/2” 1/4” - 5/8” 1/4” - 5/8” 1/4” - 5/8”

Max. Line Run ft 50 50 82 82 100 100

Max. Elevation ft 33 33 33 33 33 33

MCA A 22 23 13 16 20 24

MOCP A 20 20 25 25 30 35

Wire Size/# Wires 14AWG*4  Stranded, unshielded

SINGLE ZONE

SINGLE-ZONE

COMMODORE

16-22 SEER INVERTER
9,000 BTU TO 36,000 BTU • Auto Swing (vertical)

• Multiple Fan Speeds
• Low Voltage Start-up

   

• Intelligent Defrost
• Intelligent Pre-Heating
• Comfortable Sleep Mode
• LED Display
• Automatic Operation

• Memory Function
• Control Lock
• Fan Delay Function
• Timer
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MODEL WAM
09MH27S

WAM
12MH25S

WAM
18MH21S

WAM
24MH21S

Power Supply 208-230V, 60Hz, 1Ph 208-230V, 60Hz, 1Ph 208-230V,  60Hz, 1Ph 208-230V, 60Hz, 1Ph

Cooling Current A 5.7 6.0 7.4 8.5

Rated Current Heating A 7.0 7.5 7.8 10.3

System Performance
Dehumidification pt/h 2.28 3.59 4.56 6.55

Cooling Capacity Btu/h 9,000 (3,500 - 9,600) 12,000 (3,100 - 13,000) 18,000 (4,600 - 22,180) 24,000 (6,826 - 29,352)

Heating Capacity Btu/h 9,800 (2,200 - 11,000) 13,000 (2,400 - 14,000) 19,000 (3,400 - 24,900) 25,000 (7,509 - 37,543)

SEER/EER 27 / 14.5 25 / 12.8 21 / 12.0 21 / 13.0

HSPF/COP 10.0 / 3.8 10.0 / 3.5 10.0 / 3.5 10.0 / 3.3

Indoor Unit

Airflow CFM 418 / 300 / 282 / 247
/ 218 / 182 / 118

453 / 312 / 288 / 259
/ 221 / 182 / 118

588 / 512 / 465 / 418
/ 371 / 330 / 282

706 / 647 / 589 / 530
/ 471 / 412 / 353

Sound Pressure Level dB(A) 42 / 38 / 36 / 34 
/ 30 / 26 / 23

44 / 38 / 36 / 34 
/ 30 / 26 / 24

51 / 48 / 45 / 43 
/ 39 / 36 / 33

52 / 49 / 47 / 45
 / 43 / 41 / 38

Unit Dimensions inch 34.1 x 11.5 x 8.2 34.1 x 11.5 x 8.2 40.1 x 12.6 x 9.1 46.4 x 12.8 x 10.4

Net/Gross Weight lbs 24 / 31 24 / 31 31 / 42 40 / 53

Outdoor Unit
Compressor Type TWIN ROTARY TWIN ROTARY TWIN ROTARY TWIN ROTARY

Sound Pressure Level dB(A) 49 49 56 56

Unit Dimensions inch 35.4 x 23.5 x 14.9 35.4 x 23.5x 14.9 37.6 x 27.6 x 15.6 38.6 x 31.1 x 16.8

Net/Gross Weight lbs 86 / 90 87 / 92 110 / 121 153 / 164

Refrigerant/Charge oz. R410A / 45.9 R410A / 45.9 R410A / 56.4 R410A / 77.6

Line Set Size 
(Liquid - Suction) in. 1/4” - 1/2” 1/4” - 1/2” 1/4” - 5/8” 1/4” - 5/8”

Pre-Charge ft 25 25 25 25

Max. Line Run ft 50 66 82 98

Max. Elevation ft 33 33 33 33

MCA A 10 10 15 20

MOCP A 20 20 25 30

Wire Size/# Wires 14AWG*4  Stranded, unshielded

SINGLE ZONE

SINGLE-ZONE

ADMIRAL

27-21 SEER INVERTER
9,000 BTU TO 24,000 BTU • Auto Swing (vertical)

• Multiple Fan Speeds
• Dehumidify
• Wired Controller Optional
• Technology 4 Way Airflow

• Waterfall Heating Airflow
• I-Feel Function
• Pan Heater
• Heated Belt Around 
  Compressor

• Intelligent Defrost
• Intelligent Pre-Heating
• Comfortable Sleep Mode
• LED Display
• Automatic Operation
• Self-diagnosis

• Memory Function
• Control Lock
• Fan Delay Function
• Timer
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MODEL WCS
09MH21S

WCS
12MH19S

Sound Pressure Level dB(A) 40/38/36/33/30/26/25 43/40/38/37/35/32/27

Dehumidification pt/h 1.69 2.96

Dimension W x H x D in 20.12 x 15.59 x 0.95 20.12 x 15.59 x 0.95

Net/Gross Weight Lbs 33.1 33.1

Air Flow (Min-Max)
m3/h 250 / 500 280 / 600

CFM 147 / 294 164 / 353

Piping Connection
gas in 3/8 3/8

liquid in 1/4 1/4
SPECIALITIES

WILLIS 
SPECIALITIES

SINGLE ZONE
WITH

CONSOLE

21-19 SEER INVERTER
9,000 BTU TO 12,000 BTU

MODELS
 ATS

12KCH20S 
ATS

18KCH18S

Capacity (L/S/H)
Cooling Btu/h 4,500  / 12,000 / 14,000 6,000  / 18,000 / 22,350

Heating Btu/h 3,250 / 13,000 / 14,500 4,100 / 25,000 / 25,000

Electric Data

Power Supply Ph,V, Hz 1 Ph, 208-230V, 60Hz 1 Ph, 208-230V, 60Hz

Power Input Cooling W 120 / 1,000/ 1,450 300 / 1,500 / 2,650

Rate (L/S/H) Heating W 220 / 1,200 / 1,500 335 / 2,750 / 2,750

Solar Power Data

Open Circuit Voltage V 22-165 22-165

Short Circuit Current A 9 9

Maximum Output Power  W 1000 1000

Performance

EER Cooling 3,51 3,52

COP Heating 3.2 2.66

SEER Cooling 20 18

HSPF  Heating 9.6 10.2

Airflow Indoor unit CFM 300 501

Sound Pressure Level 
(H/M/L)

Indoor unit dB(A) 36/32/26 44/40/35

Outdoor unit dB(A) 55(H)  54(H)

With Solar Power of 1000 W

Electric Power  Cooling W 30/30/450 30/500/1,650

 Input Rate (L/S/H) Heating W 30/200/500 30/1,750/1,750

Energy Saving 
Rate

Cooling 97% 67%

Heating 83% 36%

Dimension (WxHxD) & Weight

Body Dimension
Indoor unit in. 33.3x10.8x7.1 37.0x11.7x7.9

Outdoor unit in. 33.4x12.6x21.3 35.0x27.6x13.4

Package 
Dimension

Indoor unit in. 36.0x10.0x14.0 39.8x10.4x15.0

Outdoor unit  in. 34.6x14.2x22.8 40.6x18.1x28.9

Net/Gross Weight
Indoor unit Lbs 11/14 13/17

Outdoor unit Lbs 40/44 50/55SPECIALITIES

20-18 SEER INVERTER
12,000 BTU TO 18,000 BTU

WILLIS 
SPECIALITIES

SOLARIS
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GLOSSARY 

AIRFLOW 
A measure of the amount of air per unit of time that 
passes through the device. It is measured either in 
CFM (cubic foot per minute) or m3/h (cubic meter 
per hour).

COP 
COP stands for Coefficient of Performance. It is the 
ratio between the cooling or heating provided and 
the electrical power consumption. 

EER
EER stands for Energy Efficiency Rating. 
It measures the ratio of output power to the input 
power. 

REFRIGERANT
A refrigerant is the substance used to «move» 
the heat outside (or inside) of the room where the 
device is. We use the refrigerant R-410A as it is 
environment friendly and allows for the design of 
smaller and more efficient systems compared to 
R-22.

BTU/h
BTU or Btu is the British thermal unit. It is the 
amount of energy needed to cool or heat 1 pound of 
water by 1°F. The Btu/h is the unit of power used in 
HVAC. It corresponds to approximately 0.29 Watt. 

DEHUMIDIFICATION
A measure of the amount of water per unit of time 
that the device is able to extract from the ambient 
air. It is measured in Pth. 

HSPF
HSPF stands for Heating Seasonal Performance 
Factor. It is the ratio between the seasonal heating 
output and the electricity used.

SEER
SEER stands for Seasonal Energy Efficiency Ratio. 
It is the ratio between the seasonal cooling output 
and the electricity used.

SOUND PRESSURE LEVEL
Sound Pressure is the force of a sound on a surface 
perpendicular to its direction. It is measured in Pa 
(Pascal). The lowest sound pressure that can be 
heard is 2x10 Pa. The Sound Pressure Level is a 
comparison of the measured sound to the lowest 
sound pressure hearable. The units are expressed 
in terms of dB (decibel) which is not linear, that 
is, if the pressure is doubled, the Sound Pressure 
Level increases by 6dB. For example, the lowest 
hearable sound is 0dB while a quiet room is 40dB.

WANT MORE INFORMATION ? 
We’ll be there for you

GLOSSARY
CONTACT US 

5965 Chemin de la Côte de Liesse
Saint-Laurent (QC) H4T 1C3

+1 (438) 792-1956

info@willisac.com

willisac.com

WARRANTY
We propose two types of warranties 5-1 years 
and 7-7 years. These warranties depend on the 
location in the United States or the province in 
Canada. We also propose extended warranties. 
For more information, contact us. 

5-1
YEARS COMPRESSOR PARTS & 

LABOR

WARRANTY

7-7
YEARS COMPRESSOR PARTS & 

LABOR

WARRANTY United States 
except Godwin Series

Canada & Latin America
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